
Window Screen Order Form
Phone: 866-630-6747

Fax: 866-631-6747

Customer Name:   Account #: 

Delivery Address: 

Contact Name:  

PO# (if required):   Phone #: 

 Delivery      Will-Call       Quote       Email or Fax Confirmation to: 

Measuring Window Screens
Screens should be measured in 1/8-in increments. The ideal method for measuring screens is to use an existing screen to 
ensure an exact fit. If an existing screen is not available, take into consideration the brackets the screen sits in, as well as any 
tension springs, latches, plungers, etc. LPS screens are constructed using preformed corners for easy maintenance and repair.

Hardware Frame Color Frame Size Screen Type

QTY:___

QTY:___

Tension Spring

Crossbar Clip

Wire Tension Spring

Ram Horn

Vinyl Pull

QTY:___

QTY:___

QTY:___

Mill 1/4-in       Charcoal Fiberglass 
White 5/16-in   Grey Fiberglass 

Bronze 3/8-in    Solar 

Other Hardware:

Spline:  
Inside Window____________ Outside Window_____________

Identify Hardware Location on Drawing 

FRAME WIDTH:  

FRAME 
LENGTH:

Quantity Needed: 
Minimum 5 Screens per Order

Will not 
fit 1/4-in 
frame

Please take care when placing your custom window screen order. 
Custom orders are final and may not be returned or exchanged. 

Customer Signature:     Date: 
©2023 Lowe’s. LOWE’S and the Gable Mansard Design are registered trademarks of LF, LLC.  

Please allow 3 business days for delivery of items from our Custom Fabrication Shop.
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