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Condenser Fan Motors5.6” Diameter

NEW ITEM! See page 113 for a complete listing of all our new products.

FASCO 
MODEL

TYPE HP VOLTS RPM SPD. AMPS ENCLOSURE ROT. BRNG. SHAFT DIM. “A” DIM. FIG. NOTES

SHAFT DOwN OR HORIzONTAL

S719 PSC 1/5 - 1/8 208-230 1075 2 1.3-.8 Open Vent. REV SLV 1/2 X 6 1/2 3 3/4 A 36, 128, 189, 97

D743 PSC 1/5 208-230 1075 1 1.2 Open Vent. REV SLV 1/2 X 6 3 1/2 A 36, 128, 189, 97

D742 PSC 1/4 208-230 1075 1 2.1 Open Vent. REV SLV 1/2 X 6 4 A 36, 128, 189, 97

D944 PSC 1/3 208-230 1075 1 2.9 Open Vent. REV SLV 1/2 X 6 4 1/4 A 97, 128, 189

D744 PSC 1/3 - 1/4 208-230 1075 2 3.2-2.4 Open Vent. REV SLV 1/2 X 6 1/2 4 3/4 A 97, 128, 189

D740 PSC 1/2 208-230 1075 1 4.5 Open Vent. REV SLV 1/2 X 6 1/2 5 A 97, 128, 189

SHAFT UP OR HORIzONTAL

D720 PSC 1/5 208-230 1075 1 1.5 Open Vent. REV SLV 1/2 X 6 3 1/4 B 128, 187, 188, 189, 97

D719 PSC 1/5 - 1/8 208-230 1075 2 1.3-.8 Open Vent. REV SLV 1/2 X 6 1/2 3 3/4 B 128, 187, 188, 189, 97

D7749 PSC 1/4 208-230 1075 1 1.7 Open Vent. REV BALL 1/2 X 6 1/2 3 3/4 C 128, 187, 188, 189, 97

D749 PSC 1/4 208-230 1075 1 1.8 Open Vent. REV SLV 1/2 X 6 1/2 3 3/4 D 128, 187, 188, 189, 97

D939 PSC 1/4 208-230 1075 1 2.1 Open Vent. REV BALL 1/2 X 6 4 D 128, 187, 188, 189, 97

D940 PSC 3/4 208/230 1075 1 4.4 Open Vent. REV BALL 1/2 X 6 1/4 5 1/3 E 24, 128, 187, 188, 189

D739 PSC 1/4 - 1/6 208-230 1075 2 2-1.3 Open Vent. REV BALL 1/2 X 6 4 1/4 F 128, 187, 188, 189, 97

D7748 PSC 1/3 208-230 1075 1 2.9 Open Vent. REV BALL 1/2 X 6 1/2 4 1/4 H 128, 187, 188, 189, 97

D748 PSC 1/3 208-230 1075 1 2.9 Open Vent. REV SLV 1/2 X 6 1/2 4 1/4 G 128, 187, 188, 189, 97

D737 PSC 1/3 - 1/4 208-230 1075 2 3.5-1.9 Open Vent. REV BALL 1/2 X 6 4 1/2 F 128, 187, 188, 189, 97

D935 PSC 1/2 208-230 1075 1 4.1 Open Vent. REV BALL 1/2 X 6 1/2 5 D 12, 128, 187, 188, 189

D7745 PSC 1/2 208-230 1075 1 3.7 Open Vent. REV BALL 1/2 X 6 1/2 4 3/4 I 12, 128, 187, 188, 189

D745 PSC 1/2 208-230 1075 1 4.1 Open Vent. REV SLV 1/2 X 6 1/2 4 3/4 D 12, 128, 187, 188, 189

D735 PSC 1/2 - 1/3 208-230 1075 2 4.4-2.7 Open Vent. REV BALL 1/2 X 6 5 1/4 F 13, 128, 187, 188, 189

D929 PSC 3/4 208-230 1075 1 5 Open Vent. REV SLV 1/2 X 6 1/4 5 1/4 D 12, 128, 187, 188, 189

D930 PSC 3/4 - 1/3 208-230 1075 2 4.4-2.1 Open Vent. REV BALL 1/2 X 6 1/4 5 1/4 E 24, 128, 187, 188, 189

D951 PSC 3/4 - 1/3 208-230 1075 2 5-2.2 Open Vent. REV BALL
5/8 X 4 1/2 

Keyed
5 1/4 E 24, 128, 187, 188, 189

D1709 PSC 1 208-230 1075 1 5.5 Open Vent. REV BALL 1/2 X 6 1/2 5 13/16 J 24, 132, 128, 187, 188

NOTES: 12:  10M 370V Capacitor   13:  7.5M 370V Capacitor   24:  15M 370V Capacitor   36:  Has 4 drilled and tapped holes in shell   97:  All angle mount bear-
ings   128:  Electrically Reversible   132:  Open vented on opposite shaft end   187:  Includes shaft water slinger   188:  60° ambient temperature rating   189:  
Closed end shield shaft end  

 
FIG. A   S719, D743, D742, D944, 

D744, D740

 
FIG. B   D720, D719

 
FIG. C   D7749

 
FIG. D   D749, D939, D935, D745, 

D929

 
FIG. E   D940, D930, D951

 
FIG. F   D739, D737, D735

 
FIG. G   D748

 
FIG. H   D7748

 
FIG. I   D7745

 
FIG. J   D1709
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