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• Standard sizes for sliding glass doors
• Heavy duty roll formed steel head rail
• Curved 3-1/2 vinyl slats in which are

1-1/2 shorter than stated
• Wand control
• Available in white
• Verticals are OB-exact size 

3-1/2” Economy Vertical

Parts & Accessories Part No.
Installation Brackets  Unpainted VSBRACKET
Tilter VSTILTERWH
Stem For Steel Headrail Vertical VSSTEM
Carrier with spacer for Steel Vertical Headrail IVSPCR
Comb For Steel Headrail Vertical VSCOMB
C Shaped Metal Stopper Options Headrail VNCSTOP
Star Fastener For Options Vertical Headrail VNSTAR
Idle End Cap with Clip and Screws  VSIDLEEND
Valance White & Alabaster VVAL54SAL

VSVAL54SWH
VSVAL66SAL
VSVAL66SWH
VSVAL78SAL
VSVAL78SWH
VSVAL85SAL
VSVAL85SWH
VSVAL102SAL
VSVAL102SWH
VSVAL104SAL
VSVAL104SWH
VSVAL110SAL
VSVAL110SWH
VSVAL118SAL
VSVAL118SWH
VSVAL156SAL
VSVAL156SWH

Valance Clips VSVALCLIPH
Vertical Return Set Alabaster & White VSRETURNSAL

VSRETURNSWH

Customer: LOTUS  No:P89LT022
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LOTUS & WINDOWARE, INC VS7884SCWH
P.O.#: 3 1/2" VINYL VERTICAL BLINDS
C/NO: 78x84 WHITE

QTY: 2PCS
NON-LEADED FORMULA PO#:
CHILD SAFETY CORD
N.W.:     KGS
G.W.:     KGS
CUBE:    CUFT

V188
V206

Prepared by: Cathy Lin Date: May 5, 2009
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Headrail Pre-painted steel headrail with wand control systerm, a small sticker "MADE 
IN VIETNAM,FW0010 2009" at the back side of the headrail.

Wand 30" removable wand, PVC tube with steel inside. 36" wand for the blind drop longer than 
93"

blind width + 0.5"Valance

Hardware

Blind width

below 54"

5

Plated steel bracket (CS-89I24), bracket clip 
must pre-install in the bracket

2

354"-99"

clear valance clip 
VC-P0010

2

3.5" PVC VERTICAL BLIND SPEC.

slat count (width×2.54-8)÷7.8+1

Label located on the box instruction sheet  packed with hardware

slat width

5

4

 1pc/box, 2 pcs / carton,  a window view hole located on the bottom of label 

MADE IN CHINA,FW0010

100"-127"

PVC slat

Packaging

Drop - 1.5"

89MM+1MM

above 127"

Front mark Side mark on two ends of box

WHITEcolor

Remarks 2.Headrail is protected by a sponge and located on the top of the slat.

3.Hardware is packed in a bag and fixed on the box by tape.

ALABASTER

1.All slats are packed in a PE bag and put on the box.
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