
1”LF

Pinion Rod

Tape Drum

Tilter

Head Rail End Cap

Wand

Pull Cord

Bottom Rail Button

Bottom Rail End Cap
Hold Down Bracket

Tape drum support

Ladder

Center Support

1” Vinyl Mini Blind

For blind 16"~21" : 1.5" from middle of tilter location to end; 
For blind 22" above : 4.5" from middle of tilter location to end; 
For blind 16"~21" :2.9375" from middle of ladder location to end; 
For blind 22" & above : 5.9375" from middle of ladder location to end; 
For blind16"~21" : ordered width-3.5" ;
For blind 22" & above : ordered width-9.5" ; 

Width
Ladder#/2

8mm x 
22mm

Cord# Tilter
Tape drum 

support
Tape drum Steel Rod Mechanism Retaining 

pin
PCS PCS PCS PCS PCS PCS PCS PCS

16-29'' 2 2 1 2 2 1 1 2
30"~39.5" 3 2 1 3 3 1 1 2
40"~46.5" 3 3 1 3 3 1 1 2
47"~50.5" 5 3 1 5 5 1 1 2
51"~57.5" 5 4 1 5 5 1 2 4
58"~72" 6 4 1 6 6 1 2 4

Bottomrail length = ordered width-0.625"
BR buttom BR endcap

PCS PCS
Same as 
ladder#

2

16~19" 20~26" 27"~32" 33" & above
15" 19" 25" 29"

Screw Screw

3.5*18mm 3.5*25mm

16"~29" 2 2 4 5 2 2
30"~39.5" 2 2 4 5 2 2
40"~46.5" 2 3 4 7 2 2
47"~50.5" 2 3 4 7 2 2
51"~57.5" 2 3 4 7 2 2
58"~72" 2 3 4 7 2 2

Hold down 
bracket

Headrail

Tilter 
location:
Ladder 

location: 
Steel Rod 

length:

Bottom
rail

Installation
bracket

Endcap of
Bottomrail

Endcap of
Headrail

Wand
Blind Width

Wand length 

Hardware
box

Blind
Width

For blind 16"~21" : 1.5" from middle of tilter location to end;
For blind 22" above : 4.5" from middle of tilter location to end; 
For blind 16"~21" :2.9375" from middle of ladder location to end; 
For blind 22" & above : 5.9375" from middle of ladder location to end;
For blind16"~21" : ordered width-3.5" ;
For blind 22" & above : ordered width-9.5" ;

Width
Ladder#/2

8mm x 
22mm

Cord# Tilter
Tape drum

support
Tape drum Steel Rod Mechanism Retaining 

pin
PCS PCS PCS PCS PCS PCS PCS PCS

16-29'' 2 2 1 2 2 1 1 2
30"~39.5" 3 2 1 3 3 1 1 2
40"~46.5" 3 3 1 3 3 1 1 2
47"~50.5" 5 3 1 5 5 1 1 2
51"~57.5" 5 4 1 5 5 1 2 4
58"~72" 6 4 1 6 6 1 2 4

Bottomrail length = ordered width-0.625"
BR buttom BR endcap

PCS PCS
Same as
ladder#

2

16~19" 20~26" 27"~32" 33" & above
15" 19" 25" 29"

Screw Screw

3.5*18mm 3.5*25mm

16"~29" 2 2 4 5 2 2
30"~39.5" 2 2 4 5 2 2
40"~46.5" 2 3 4 7 2 2
47"~50.5" 2 3 4 7 2 2
51"~57.5" 2 3 4 7 2 2
58"~72" 2 3 4 7 2 2

Hold down 
bracket

Headrail

Tilter
location:
Ladder

location: 
Steel Rod

length:

Bottom
rail

Installation 
bracket

Endcap of 
Bottomrail

Endcap of 
Headrail

Wand
Blind Width

Wand length 

Hardware 
box

Blind 
Width

• New designer PVC headrail and bottom rail
• Fade	resistant	PVC	light	filtering	slats
• Brackets for inside or outside mounting
• Hold down brackets included 

• Wand control
• Easy lift capability
• Available in white 

• Non-leaded formula
• Child-safe cordless design
• Meets ANSI/WCMA A100.1-2018 standard 

Parts & Accessories Part No.
Installation Brackets Unpainted Metal MLXBRACKETSET
Bottomrail Buttons Alabaster MLXBUTTONAL
Bottomrail Buttons White MLXBUTTONWH
Center Support Plastic MLXCSUPP
Endcap Alabaster MLXENDCAPAL
Endcap White MLXENDCAPWH
Hold Down Brackets Alabaster MLXHOLDDOWNAL
Hold Down Brackets White MLXHOLDDOWNWH
Tilters Alabaster MLXTILTERAL
Tilters White MLXTILTERWH
Wands Color Alabaster & White MLXWAND15AL

MLXWAND15WH
MLXWAND19AL
MLXWAND19WH
MLXWAND25AL
MLXWAND25WH
MLXWAND29AL
MLXWAND29WH
MLXWAND60AL
MLXWAND60WH
MLXWAND72AL
MLXWAND72WH

Wand Hook Clear MLXWANDCLIPCL

Spring Modular


